« Instantly network-enable any serial device
/Ve tBurner -Noprogrammingisrequired for serial to Ethernet application
Hetwerna i - Customize to suit any application with a development kit

SBL2e Chip SBL2e 200

2-port serial-to-Ethernet server 2-port serial-to-Ethernet serve
with eight A/D converter inputs with four A/D converter inputs,
and optional SPI, 12C, CAN optional 12C peripheral support

peripheral device support and 10-pin header

SBL2e X Hardware Features
Up to three serial ports, 10/100 Mbps Ethernet, up to 10 digital I/0,
External 2-port 12-bit A/D converters, operating temperature -40 to 85 C, 32-bit performance
serial-to-Ethernet server
with RS-232 support Software Features

TCP/UDP/Telnet/HTTP modes, DHCP/Static IP support, web-based or
AT command configuration

Low Prices

SBL2e Chip .ooevverererenne $10.50 (Qty. 10k, Device P/N: SBL2eCHIP-236IR)
SBL2e 200 ... $19.95 (Qty. 1000, Device P/N: SBL2e-200IR)
SBL2e 100 $21.95 (Qty. 1000, Device P/N: SBL2e-100IR)
SBL2E Xueveeeenererereeenene $79.00 (Qty. 1000, Device P/N: SBL2eX-100IR)
SBL2€ XA....rrrernrrinnns $79.00 (Qty. 1000, Device P/N: SBL2eXA-100IR)

Need a custom solution?

NetBurner Serial to Ethernet Development Kits are available to customize any
SBL2e XA aspect of operation including web pages, data filtering, or custom network

applications. All kits include platform hardware, ANSI C/C++ compiler, TCP/IP

External server with up to stack, web server, e-mail protocols, RTOS, and NB Eclipse IDE.

four A/D converter inputs,
up to eight digital 1/0 and up Information and Sales | sales@netburner.com

to two UARTS (one RS-232) Web | www.netburner.com Telephone | 1-800-695-6828



